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moon ring



K-LITE Moon Ring

The "Moon Ring" an exceptional solution for various outdoor settings. Its
emphasis on completeness, safety, and dependability suggests a reliable lighting
solution suitable for a range of environments. The luminaire's design appears to
be versatile, capable of effectively illuminating large areas while minimizing
obstructions, which is essential for ensuring unimpeded visibility and safety.

MATERIAL

Body : Spun aluminium & Laser cutting design made of
aluminium sheet.

Impact Protection : IKO9

Ingress Protection : IP65 for LED Module

Lens . Polycarbonate optical lens

Mounting . Extruded aluminium pipe (grade 6063) suitable for
mounting on 88.9mm OD pole

ELECTRICAL

Driver . Standard

Power Supply . Integral

Input Voltage . 230-240Vac / 50-60 Hz
Surge . 6KV

PRODUCT CONFIGURATIONS
Wattage . 200W

Light Distribution  : Symmetrical

CCT : 3000K / 4000K / 5700K
LED Life Time - L70B101,00,000 H

AREA OF APPLICATION

Area lighting, Traffic junction, Campus Lighting, Resorts, Shopping centres,
Medium size bridge cross ways, Port, Shipment yards, Sports Lightings,
Airports etc.,

AVAILABLE FINISH

Pure polyester powder coated
RAL 9004 Black

RAL 7016 Anthracite grey
Graphite grey

Note : It is our constant endeavor to upgrade the performance of our products. For the latest technical information, IES files and product updates
please refer to the website at www.klite.in



K-LITE Moon Ring

Technical Specifications

General Light Source ‘ o764
ID 124452 Light Source ' LUMILEDS / OSRAM N e
System Wattage 1 200W CRI (Ra) =70 112 °§30u§703§33§_‘§§%%8§%§§%§035 4 250
Driver Integral : Constant Current LED Colour Temperature  : 3000K / 4000K / 5700K :fﬁ%rfe’:unﬂﬁﬁ’o”:ﬁ%?%fa“ﬁ%.
Operating Voltage :110-300Vac : 571
Operating Temperature  :-15°C~+50°C Driver
hvsical Power Supply - Integral @100
Physica N Input Voltage -230-240Vac —
Body : Spun aluminium & AL sheet Frequency - 50-60 Hz 1889
Diffuser - Polycarbonate Optical Lens  power Factor 5095
Mounting : Suitable for 88.9mm THD - <10%
o 0D pole. Surge Protection 6KV
Finish - Powder coated Efficiency - 585%
RAL 9004 Black
RAL 7016 Anthracite grey - Optical Performance
Graphite grey Light Distribution : Symmetrical
IP65
g CE @ Module IK09
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